
Starting Point Formulation

Polyaspartic Spray Coating                   
for Enhanced Surface Quality
with Borchi® Gol flow & leveling agents

Clearcoat for automotive refinish applications

 Rapid-cure formulation with the surface quality of traditional 2K PU coatings

 Improves surface quality without impacting dry times, pot life, or viscosity

Traditional 2K PU clearcoat
VOC level ≈ 575 g/L

Polyaspartic clearcoat
VOC <420 g/L (in line with EU and USA regulations) 

Starting point formulation on the back

Poor surface quality

2K PU

Improved surface quality

2K PU +5% Thinner

Comparable Wave & Clarity 
to 2K PU

Performance Attributes
0=poor, 5=excellent

Poor surface quality

Control

Improved surface quality

Borchi® Gol 1570

Minimal improvement

Control +5% Thinner

Exceptional surface quality

Borchi® Gol PL

Unlike 2K PU, 
thinners do 
not improve 
surface quality 
in polyaspartic 
systems.
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Reduced-VOC Potential

Pot life

2K PU +5% Thinner

Dry Times

Gloss 20°

König Hardness

Borchi® Gol 
additives added 
to Control 
without thinner



Clearcoat for Automotive Refinish Spray Applications

Material Function Supplier % by weight

Control Control +5% 
Thinner

Borchi® Gol 
1570

Borchi® Gol            
PL

Component A
Desmophen CQ NH 1423 LF

Resin Covestro
28.73 28.73 28.73 28.73

Desmophen CQ NH 1523 LF 3.19 3.19 3.19 3.19
Butyl acetate (Control)

Solvent/Thinner —
0.89

Butyl acetate (Control + 5% 
Thinner) 0.89+5

10% Borchi® Gol 1570 in butyl 
acetate Flow & Leveling          

Agents Milliken
0.89

10% Borchi® Gol PL in butyl 
acetate 0.89

Tinuvin 292, 50% in butyl 
acetate Light stabilizer BASF 0.59 0.59 0.59 0.59

Songsorb CS AQ 01, 50% in 
butyl acetate UV absorber Songwon 0.89 0.89 0.89 0.89

Additive OF Moisture scavenger     
and stabilizer Milliken 3.00 3.00 3.00 3.00

Butylacetate:xylene:1-me-
thoxy-2-propylacetate:solvent 
naphtha (5:1:1:1)

Solvents — 10.31 10.31 10.31 10.31

Component B
Desmodur Ultra N 3790 BA Hardener Covestro 30.28 30.28 30.28 30.28
Butyl acetate (Control) Solvent — 22.12 22.12 22.12 22.12
VOC g/L — — 404 430 404 404

2026

Please visit our website to request a sample
PLEASE NOTE: As each customer’s use of our product may be different, information we provide, including without limitation, 
recommen-dations, test results, samples, care/labeling/processing instructions or marketing advice, is provided in good faith but 
without warranty and without accepting any responsibility/liability. Each customer must test and be responsible for its own specific use, 
further processing, labeling, marketing, etc. All sales are exclusively subject to our standard terms of sale posted at 
www.milliken.com/terms (all addi-tional/different terms are rejected) unless explicitly agreed otherwise in a signed writing. Borchi is a 
trademark of Borchers Americas. 

Starting Point Formulation

Polyaspartic Spray Coating                   
for Enhanced Surface Quality
with Borchi® Gol flow & leveling agents

NCO/OH ratio: 1.1/1

Meets:	
• European Union limit of <420 g/L 
• USA limit of 600/630 g/L

https://www.borchers.com/product/borchi-gol-pl



